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CUSTOMER INFORMATION 
Company Contact Name 

Phone Number Fax 
E-Mail Address 

DESCRIPTION OF APPLICATION 
(Please describe) 

SYSTEM ARCHITECTURE TYPE 1 SYSTEM ARCHITECTURE TYPE 2 

Type 1 Type 2 

Input 
[V] 

Vnom: 

Output 
[V] 

Vnom: 

Input [V] 

Vnom: Udc link 
[V] 

Vmin: 

Vmin: Vmin: Vmin: Vmax: 

Vmax: Vmax: Vmax: 
Stored 

Energy: (kJ) 

Energy [in J] Required: Usable: 
Power [in W] Profile: (Please describe) Duration [in s] 

Current [in A] Profile: (Please describe) 

Operating Temperature Range [ºC] From: To: 
Storage Temperature Range [ºC] From: To: 

Others 
(Please list special requirements if needed, e.g. vibration, EMV, humidity, IP grade, etc.) 

CONTROL 
Bus Concept CAN: (Please describe) Other: 
Data required Input: (Please describe) Output: 

BUSINESS PROJECTION 
Expected Volume PCs per Year Starting from DD/MM/YYYY 

Prototype Quantity PCs Delivery requested for Delivery Date 

ADDITIONAL INFORMATION
(Please describe) 

mailto:info@sechsa.com
http://www.sechsa.com/

	Fax: 
	Fax_2: 
	Please describe: 
	Vnom: 
	Vnom_2: 
	Udc link: 
	Vmin: 
	V: 
	Vmax: 
	Energy kJ: 
	Stored Energy kJ: 
	Please describe_2: 
	Please list special requirements if needed eg vibration EMV humidity IP grade etc: 
	Please describe_3: 
	Company: 
	E-Mail: 
	Contact Name: 
	Address: 
	Vmin_2: 
	Vmin_3: 
	Vmin_4: 
	Vmax_2: 
	Profile please describe: 
	Usable: 
	Duration in s: 
	Required: 
	Operating Temp From: 
	Operating Temp To: 
	Storage Temp From: 
	Storage Temp To: 
	Input Signal, please describe: 
	CAN please describe: 
	Other Control - please describe: 
	Output - please describe: 
	Expected Volume p: 
	y: 

	Expected Volume Prototype: 
	DD/MM/YYYY: 
	Delivery Date: 


